
DECCOFLOOR FIXER IS A MORTAR-BASED 
POWDER OF POLYMER CEMENT, READY FOR 
USE WITH THE ADDITION OF CLEAN WATER.
 

www.deccofloor.com



COMPOSITION

White or gray cement.
Loads balanced grading curve
Polymers
Correctors and adjuvants.

USES

Due to its composition and thixotropy, it’s 
ideal to regulate the structure supports and 
plugging holes or joints bonding from all 
kinds of materials, preventing them from 
transmitting Tensions to the exterior. It can 
be used to strengthen weak surfaces (cellular 
concrete) and protects concrete from mois-
ture.

TECHNICAL FEATURES

0,1Apparent density at 20 ° C: 1.0 kg / dm3 
1Ash content at 450 ° C 94.80 "
1Ash content 900 ° C 66.30 "
Paste material with 24% water:
- ...................................... Density 1.60 gms / c.c.
Ph (mixed with 50% distilled water) 12.5
Set material (Test 28 days)
- Density at 20 ° ............................. 1.65 gms / 
c.c.
Water flow: None (minimum layer of 1 cm 
and water spray 2.5 kg / cm2, 12 hours..).

PROPERTIES

After mixing with water, the powder 
transforms into a paste whose consistency 
makes it easy to work it in vertical and 
horizontal surfaces.
The polymeric composition gives a great 
adhesion to the substrate, and a high 
mechanical strength to the surface with the 
mesh.
Due to its degree of elasticity, the product 
resists contractions and expansions giving 
great security to the adhesion of the surface.

APPLICATION

Preparation of the adhesive:
You need to add clean water (24%) to a sack of 
6 kgs and knead with a mechanical stirrer until 
you get a smooth paste.
The application must be made with a notched 
trowel of 6 m / m. depth, and then smooth it 
with the soft edge of the trowel to make sure 
that the layer thickness is as uniform as possible.
The mesh is then placed while mortar it’s still 
fresh, from the top-down (in the case vertical 
support is needed), pressing with the trowel so 
that it is completely embedded in the mass. 
After leveling the surface and placing the mesh, 
it convenient to provide some adhesive and 
spread across the surface.
The application must be made with a notched 
trowel 8 m / m. deep and leveled with the 
smooth edge. Ensuring a minimum of 4 m / m.

OBSERVATIONS

- It should be applied at temperatures between 
3 ° C (growing) and 30 ° C.
- Do not apply under hot or dry winds.
- Do not apply in rainy weather.
- There should be no adhesive between the 
edges of the plates, to don't prejudice the out-
come.

PERFORMANCE

5 kgs. Dust / m2. Mesh Fixation: 
PACKAGING
Buckets of 25 kg. - Pallets of 50 bags = 1.250 kg 
..

Note: Blue Trade International INC, reserves the 
right, if necessary, to change any data without 
notice.
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