
ONLY ONE COAT single-component coating, formulated with terrazzo, 
cement and porcelain powder, aggregates, correctors and synthetic
resins of ultimate generation. Its original finish of Terrazzo effect and its 
extreme hardness make this product an original and effective solution 
for decorating classic and warm environments. It's 1/4inch thickness 
makes it ideal for coating horizontal and vertical spaces, kitchen 
counters, stairs, interiors, exteriors, etc. No need to remove the existing 
surface.

PROPERTIES

- High resistance to abrasion.
- Water Proofing.
- High mechanical resistance.
- UV Stable.

www.deccofloor.com

MICRO
TERRAZZO

MICRO
TERRAZZO



TECHNICAL DATA

Type: One Component Micro Terrazzo.

Appearance:  Terrazzo Powder + Decorative 
Flakes

Apparent density: Powder: 1,300 kg / m3.

Solids content: 100%

Mixing time: +/- 60 min.

Addition water: +/- 35% Micro Terrazzo;

Maximum size of aggregate: Micro Terrazzo: 
0.0039 inch.

Mechanical resistances (EN 1015-11):
Compression 28 days: ≥ 8,000 psi.
 Micro Terrazzo

Flexion 28 days: ≥ 1450.38 psi Micro Terrazzo

Adhesion to concrete: 28 days: ≥ 290,075 psi.

Thickness per layer: 1/4 inch

Reaction to fire: (EN 13501-1): A1

PRODUCT COMPOSITION

- Micro Terrazzo                                            86.5%

- Mineral load                                                86.5%

- Organic resins                                             13.5%

- Correctors                                                   13.5%

According to UNE EN 13892

Class: C35 F8 A22 B2
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SURFACE PREPARATION: The surface must be resistant and be completely clean, dry and
without moisture. Apply Deccofloor Primer (see Technical Data Sheet). In case surface 
needs previous leveling or repairing, Deccofloor Fixer and / or Deccofloor Basecoat are 
recommended. 

MIX PREPARATION : Mix the dry product. In a clean plastic container pour the material and 
add clean water until reaching between 35% and 38% volume. Mix the product with
mechanical beater (300 to 500 rpm) for at least 3 minutes, let it stand for about 5 minutes 
and stir it again for 2 more minutes until you get a uniform and free of lumps mix.

APPLICATION: Apply one coat of Deccofloor Micro Terrazzo, extend the mix over the dry 
surface with a metal trowel. Make a soft sand with a sandpaper of 80-100 gr, in order to
eliminate imperfections and leave a smooth and homogeneous surface and also colored 
chip will become more visible. Perform a new sanding with a sandpaper of 180-200 gr to 
polish the surface. Once dry, seal with Deccofloor Sealers. 



SPECIAL PRECAUTIONS
• Avoid contact with eyes and skin, as well as inhaling dust.
• Wear rubber gloves and goggles.
• Keep out of the reach of children.
• Do not apply the product at room temperature less than 0 ° C or more than 30 ° C.
• Empty containers must be disposed of in accordance with current legal regulations.

PERFORMANCE:

* 100 Square Feet per coat

PRESENTATION:

50 Pounds Bucket

STORAGE:

The storage time is 12 months if kept in a dry and protected area.


